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Our Welch Allyn PanOptic Basic and PanOptic Plus 
Ophthalmoscopes offer a brighter, wider view. Enhance eye 
exams with the PanOptic Plus, featuring Quick Eye alignment 
technology and the option to save and share eye images. Both 
devices work on existing Welch Allyn 3.5 V power sources.

SPECIFICATIONS PANOPTIC PLUS  
OPHTHALMOSCOPE

PANOPTIC BASIC  
OPHTHALMOSCOPE

MODEL NUMBER 118-3 118-2

DIGITALLY CAPABLE  
FOR IMAGE CAPTURE Yes No

QUICK EYE ALIGNMENT 
TECHNOLOGY Yes No

WARRANTY 5 years 1 year

HEIGHT X WIDTH X DEPTH 8 cm x 4.5 cm x 7.5 cm

WEIGHT 130 g

APERTURES Small, large, red free, slit, fixation target,  
cobalt blue

DIOPTER RANGE -20 to +25 D

DIOPTER STEPS -20, -15, -12, -10, -9, -8, -7, -6, -5, -4, -3, -2, -1, 0, 
1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 12, 15, 20, 25

CROSSED-LINEAR 
POLARIZERS Yes

LAMP TYPE AND 
WARRANTY SureColor LED, 7-year warranty

COLOUR Colour rendering index (CRI): 95 typical; R9: 85 
typical; Colour temperature: 2,700–3,500 K

LAMP LIFE 80+ years* (typical)

FIELD OF VIEW 20°

Save and share eye images  
with the PanOptic Plus device 
when combined with our 
iExaminer SmartBracket and 
iExaminer Pro App

Two indicator lights help you 
direct the patient’s gaze for 
better optic disc alignment
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SPECIFICATIONS WELCH ALLYN LITHIUM ION PLUS POWER 
HANDLE WITH USB CHARGER

WELCH ALLYN UNIVERSAL  
DESK CHARGER

MODEL NUMBER 719-3 719-DSK

HEIGHT X WIDTH X DEPTH 14 cm x 3 cm x 3 cm 10 cm x 19 cm x 11 cm

WEIGHT 140 g 1.2 kg

COMPATIBILITY 719-DSK Welch Allyn Universal Desk 
Charger; 71140 chargers

71140, 719-3, 71910, 71670 handles: 
12800 and 22800 used with  

71249 adapter sleeve

INTEGRATED CHARGING USB-C —

WARRANTY 2 years 1 year

ON-TIME 5.5 hours; approximately 660 30-second 
exams —

BATTERY TYPE Lithium ion —

USB QUICK-CHARGE TIME (0–75%) 90 minutes —

POWER CORD AND CORD OPTIONS 719-USB
#18 AWG, 3-wire grounded cord,  

6 feet long, medical grade, detachable  
with IEC60320 inlet

INPUT — 100–240 V, 50–60 Hz, 100 mA max,  
Class I, continuous operation

OUTPUT — 2.4–4.0 V DC, 80 mA max

SELECT PANOPTIC ACCESSORIES

118-EC Reusable Eyecup (set of 5)
11840-IEX iExaminer SmartBracket accessory
11840-TST iExaminer Resolution Test Card

777-LH 3.5 V Head Locking Hardware with set screws (set of 5)

* Assumes an average of 4 patient exams (both eyes) per day taking 15 seconds per eye for 200 days per year.

For the safe and proper use of the devices referenced within, refer to warnings, precautions, 
and complete instructions for use or the appropriate manual available.
Baxter, iExaminer, PanOptic, Quick Eye, SmartBracket, SureColor, and Welch Allyn are trademarks of Baxter 
International Inc. or its subsidiaries.
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For more information, 
contact your local 
distributor or Baxter 
representative.
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